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What is claimed is: 

1 . A patient table comprising: 
a lower base; 

an upper base; 

at least one lift arm extending upwardly from the lower base and holding the 
upper base vertically above the lower base; and 

an elongated patient support pallet secured on one longitudinally extending side to 
the upper base and having an opposite longitudinally extending side substantially overhanging 
the lower base, and wherein the pallet is made of radiolucent material. 

2. An X-ray system including a patient table according to claim 1 , and further 
comprising a C-shaped arm supporting at a furst end an X-ray source for projecting a beam of X- 
rays to an X-ray detector on an opposite, second end of the C-shaped arm, wherein the C-shaped 
arm can be moved longitudinally along the patient pallet of the table while one of the X-ray 
source and the X-ray detector is positioned over the pallet and the other of the X-ray source and 
the X-ray detector is positioned under the pallet. 

3 . A patient table according to claim 1 , wherein the pallet has an X-ray transparency 
equivalent to less than one millimeter of aluminum. 

4. A patient table according to claim 1 , wherein the lower base is supported by 
caster assembUes. 

5 . A patient table according to claim 4, wherein each caster assembly includes a 
manually operated foot brake and steering lock. 
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6. A patient table according to claim 1 , wherein the lower base, the lift arm and the 
upper base are made of steel. 

7. A patient table according to claim 1, wherein the lift arm has a fixed height. 

8. A patient table according to claim 1 , wherein the lift arm has an adjustable height. 

9. A patient table according to claim 8, wherein the lift arm comprises a telescoping 
hydraulic cyUnder. 

10. A patient table according to claim 8, including two of the Uft arms, wherein the 
Uft arms are pivotally connected to the upper base. 

11. A patient table according to claim 10, wherein at least one of the Uft arms is 
pivotally connected to the lower base. 

12. A patient table according to claim 1 , wherein the lower base is generally C-shaped 
and includes opposing laterally extending end portions connected by a longitudinally extending 
central portion, wherein the longitudinally extending portion is offset laterally from a 
longitudinally extending center line of the table. 

13. A patient table according to claim 12, including two of the lift arms. 

14. A patient table according to claim 1, wherein the pallet is made of carbon fiber. 

15. A patient table according to claim 1, wherein the pallet is made of carbon fiber 
surrounding a foam core. 

16. A patient table according to claim 1 , wherein the table has a height of about 28 

inches. 
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17. A patient table according to claim 1 , wherein the upper base has a length equal to 
about 38 inches and a width equal to about 6 inches, while the pallet has a length equal to about 
80 inches and a width equal to about 30 inches. 

18. A patient table according to claim 1, wherein a length of the upper base is less 
than a length of the pallet. 

19. A patient table according to claim 1 , wherein a width of the upper base is less 
than a width of the pallet. 

20. A patient table according to claim 1 , wherein opposing ends of the pallet each 
extend at least 20 inches longitudinally from the upper base, and the opposite longitudinally 
extending side of the pallet extends at least 20 inches laterally from the upper base. 
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